ALU 5100-DK E RC2

Assembly instructions

RC2

Single-sash square turn and tilt
Application for testing according to EN 1627ff RC2, RC2 N

Aluminium Eurogroove 15/20
Chamber dimension 21

Versions AO004/A0006/A0022

Hinge clearance (BD) 3.5-5.0

Mishandling device in the corner drive (FBS-EUL)

Vertical tilt point (KPS)

Size range
Windows Patio doors
Sash width (mm) 375 — 1600 375 — 1300
Sash height (Coupling set) (mm) 770 — 2000 2000 - 2400
Sash height (Gear set) (mm) 805 — 2000 2000 - 2400
Sash weight (kg) max. 80/100 max. 80/100
The following application diagrams apply:
-max. 80 kg (Durability H2) document no.: H58.AWDLS002_EN
-max. 100 kg (Durability H2) document no.: H58.AWDLS003_EN
The following documents are required:
-ALU 5100-DK FBS-EUL KPS document no.: H48.5100LS001_EN
-Profile recommendation ALU20 document no.: H45.ALUS001_EN
-ALU Maintenance instructions document no.: H49.ALUS001_EN
-ALU Service instructions document no.: H47.ALUSO01_EN
-ALU Operating instructions document no.: H47.ALUS002_EN

Please observe:

Guidelines/notes on the product and on liability (VHBH directive as well as

the further applicable documents)!

Specifications from the profile manufacturers or system owners for windows and
patio doors!

All documentations see SIEGENIA download-portal!
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Hardware overview
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Hardware list

Pie ALU 5100
_Eg ﬂ Single-sash square turn and tilt RC2
hinge side ALU 5100
Item Pieces Material description Material number ‘ P/U ‘ Material number ‘ P/U
- 1 Hinge side ALU 5100 w/o positioning S?: :r:zr:?zz\élljr:,ztrdl:)cvt\-/lrc:lrc‘)saﬁ}goftla(l)o
S 0..1 Zubehorset ALU 5100 > 80 kg w/o positioning S?: tar:eST?EZI\IE/I:ITZt;L:)cvt\-/lrc:lgsag};l)JoEtla?o
A ALY Stline lockable handle uﬁe in com.bination See ALU handle overview in the SIEGENIA download-portal
h2 103  , | ALUGLOBE lockable handle with coupling set
h3 105 TITAN lockable handle use in combination 07 mm x 25, cam @ 10
with gear set Only use in combination with gear set
404 ...1 Top stay ALU 5100 size 1 FB >375 <600 MSKK0010-00001_ 1 MSKK0010-00003_ 20
405 ...1 Top stay ALU 5100 size 2 FB > 600 < 1600 MSKK0210-00001 _ 1 MSKK0210-00003_ 20
0..1  ALU additional stay fg;stl;ysgiz‘zitzh 857076 1 247006 10
410 1 Additional stay
411 1 Striker plate
412 1 Locking cam
413 1 Eccentric rivet
701 1 Corner drive VSU/BSO S:;:)"emca”y at hinge 859391 1 266076 20
1 ALU DK FBS-EUL KPS locking side MMVS0310-10001 _ 1 MMVS0310-10003_ 20
500 1 Locking bolt DK
502 1 Clamping piece EUL
504 1 Corner drive VSO-FBS
506 1 Striker EUL
507 1 Tilt lock cam 10
509 1 E striker cam 10
510 1 Tilt locking part
513 1 Run-up block
0..1 Coupling set ALU-E use with h.1/h.2 MMKL0070-10001 _ 1 MMKL0070-10003 _ 20
h.1 604 1 Coupling bracket E M6
h.2 | 907 2 M6 Coupling screw
908 2 Cheese head screw M5 x 12
0...1 Gear set ALU-E use with h.3 MMGI0060-10001_ 1 MMGI0060-10003_ 20
620 1 ESG M6
h3 622 1 Anti-drill guard
904 2 M5 x 35 countersunk screw
907 2 M6 Coupling screw
923 2 Countersunk tapping screw B 3.9 x 13
Locking part ALU-E A0004 MMVR0050-10001_ MMVR0050-10003_ 20
4..10 | Locking part ALU-E AO0O6 "::Sbg:f '°°ki;g MMVR0060-10001_ MMVRO0060-10003_ | 20
Locking part ALU-E A00022 P page MMVR0070-10001_ MMVR0070-10003_ 20
529 Locking part E
530 Striker E
922 Countersunk screw FDS M5 x 14,5
0...2 Locking part ALU FH > 1250 - - 317556 20
412 Locking cam
413 Excentric rivet
505 Striker
701 0...1 Corner drive VSU/BSO ::uBsZ i(c))(r)izso:éasl(l)y at Vsu) 859391 1 266076 20
» 0..1 MV ALU-DK/TBT in addition with 857045 1 246979 20
L § FB > 1250
2 § 505 2 Striker
%% 700 1  Slider
701 1 VSU/BSO corner drive
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ALU 5100

RC2

Hardware list

Single-sash square turn and tilt

hinge side ALU 5100

A R

Item ‘ Pieces

Material description

Material number

P/U

Material number P/U

Accessories

419 0..1

MV stay striker

FB > 600 only use with top
stay ALU 5100 size 2 (item
405) and striker

(item 505) if necessary
(see page 5)

MXSK0010-10001_ 1

MXSK0010-10003_ 20

435 0..1

Tilt limiter ALU 5100 ¥

FB > 600 < 1250 may only
be used with top stay ALU
5100 sz. 2 (405). FB > 1250
may only be used with tilt
limiter additional stay ALU
(437) (see page 5).

MXSK0030-00001_

MXSK0030-00020_ 20

437 0...1

Tilt limiter additional stay ALU 1)

Only use in conjunction
with tilt restriction ALU
5100 (435) (see page 5).

MFKB0020-02301_ 1

MFKB0020-02305_ 50

505 0.1

Striker

FB > 600 use with MV stay
striker (419)

859322

265413 20

802 0..1

Sash lifter ALU

(see drawing no. H48.
ZubhLS014en)

MMFH0010-0001_ 1

MMFH0010-10003_ 20

915 0..1

ALU handle support

Only use for h.1/h.2

(see table) 200

Jig ALU 5100 additional screw
connection

for bearing (item 938) and
countersunk screw M5 x
13 (item 943) > 80 kg (see
page 7)

MARB0070-50001_ 1

1) Limits the tilt-opening width from 170 mm to about 120 mm

Observe installation sequence!
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Sequence of installation in the sash
FB <900 (1.-2.-4.-5))

FB >900 (1. -2.-3. -4.-5.)

Design variations for handle support

(item 915) (h.1/h.2)
USH Y4 X X
(mm) (mm) <7 mm <7<8,5mm
<2 MFHA0010-10020_
7-10 >2<3 MFHA0010-10020_ MFHA0020-10020_
>3 -
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(USH)
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Assembly and installation instructions
Single-sash square turn and tilt

ALU 5100

hinge side ALU 5100 RC2

Assembly instructions for stay hinge (item 240)
with top stay ALU 5100 size 1/2 (item 404/405)

&

- 240

k ‘\\‘ | (produce on
0 site)
025

< 2,5 Nm
AN

Snap in! 2

Assembly instructions for MV stay striker (item 419) with
top stay ALU 5100 size 2 (item 405) and operating rod S3

Note: If required couple the MV stay

419
striker (419), as an additional locking

\
% a05 Point (as shown in the adjacent figure)
@ @ " with top stay ALU 5100 Gr. 2 (405)

(observe steps 1-6).

i 3) @ In addition, a locking part (505)

is required in the frame (without
@@%
PE——

illustration).

Note: when coupling operating rod

$3-20, | S3 with MV stay striker (419) and top
stay ALU 5100 Gr. 2 (405), shorten
— operating rod S3 by 20 mm.

A DANGER

Danger to life due to window sash falling out if grub
screw is not tightened

Non-secured hinge pin (237/939) slips out of the stay
hinge (240)

e Push the hinge pin (237/939) from below into the top
hinge (238), washer (239) and stay hinge (240) as far as
it will go.

e Secure hinge pin (237/939) with grub screw in stay
hinge (240) (torque 2.5 Nm).

I\, Distance piece

Hinge pin (237/939) BSO
Stay hinge (240)

SW 2,5
Grub screw 2,5 Nm O

Washer (239)
Top hinge (238)

Assembly of tilt limiter (item 941) with top stay
ALU 5100 size 2 (item 405)

Removal of tilt limiter (item 941) from top stay ALU
5100 size 2 (item 405)

435 405

Assembly for tilt limiter ALU additional stay (437)

Note: The tilt limiter ALU additional stay (437) can only be
inserted in the striker plate (411) before assembly.

Assembly: Turn the striker plate (411) and insert the tilt
limiter ALU additional stay (437) into the striker plate (411)
from above (see fig. 1).

To insert in the sash groove, turn the striker plate (411) with
tilt limiter ALU additional stay (437) (see fig. 2).

437
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ALU 5100 Installation instructions

Single-sash square turn and tilt

RC2 hinge side ALU 5100

Number and positions of locking parts

FH FB <900 mm FB > 900 mm
%E <1400 4 6
=... > 1400 < 2000 6 8
FB > 900 m@ > 2000 < 2400 8 10
4awew FH > 1400
FH>2000 rrswasp m@
Pieces Designation VE Material no.
~ FH>2000 for sash
l 2 N5 1400 rresssp ! 4..10 Jig EL ALU-E ( 10 ired) 1 156926
max. require
. for frame
FB >900 0.1 Jig EB ALU-E . . 1 MARB0060-50001_
o~ (drill hole @ 3,5) (page 5, fig. 4)
» . for frame
= 0.1  JigEBALU-E _ , 1 MARB0040-50001_
(drill hole @ 4,2) (page 5, fig. 5)

Installation of jigs EL ALU-E on the sash and jig EB ALU-E on the frame!

Installation of jigs EL ALU-E on the sash
I
Gl
A Mount and secure the sash.
kﬁ ~ B Insert jigs EL ALU-E into locking parts E (529) (see fig. 1).
- % C Shift handle vertically upwards (180°).
& M@F D  Shift handle horizontally.
e Marking- E Close sash without changing handle position (see fig.2).
{opening @ F Make markings for jig EB ALU-E on frame (see fig. 2).
@)@ - G  Open sash.
fig. 2 H Remove jigs EL ALU-E.
=
i
Installation of jigs EL ALU-E on the sash
RN

Installation on the frame
S S Position jig EB ALU-E and drill holes for strikers E (530) with @ 3,5 or @ 4,2 drill

['EE e (see fig. 3/4/5).

iz ,

B =i

ik o

Mg =i o 1
!’ZJE 1 l Marklng %‘j J A ‘
B fig.3 i | ]
i bl !
Chl ResReeN RS

[

Installation of jigs EB ALU-E on the frame

fig. 4
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Sash dimensions ALU 5100
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4 . .

—EB ) Single-sash square turn and tilt

A hinge side ALU 5100 RC2

S3 =top stay size 1 = FB - 348 3

top stay size 2 = FB - 500 3)

top stay size 2 = FB - 658 )
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1) See page 4 for installation recommendation of centre locks and additional locks.

2) Remove the rebate seal in the hinge gap area (minimum gap area 3.5 mm).
3) When coupling operating rod S3 with MV stay striker (419) and top stay ALU 5100 Gr. 2 (405) shorten operating rod S3 by 20 mm.
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Frame dimensions

1) Installation for the centre locks and additional locks see pages 3 and 4.

ALU 5100 A
RC2 Single-sash square turn and tilt 74\ ’-Eg
hinge side ALU 5100
- Center Y
- 297 - FB/2-98 o
(FB >1250)% (FB >900)
o
L — Y B — N t I ¢,
= SS=moa= ST | ]
942
® - L 15,5
—
S 3 % A-A «
3 T I N —
A _ 10 | )
z i E;ﬂ T o 8
n o — ‘ A
S 1] YRR [ il E
& sla | = = E
© 11 n|n ! T o 8 T
| ~ o 8
'j' v | A ‘ o~ E r\;ll S= R
! ©
v JLJC 1T LI 5
an I = ! 1g A i
2l | 3,5 ® & T
H ‘ 24,2 95 E § § N
1 i o o £ + T
12 g L |
1 2 1L d] T I
(]
g ]
Version X Y z - X T i
| A0004 18 14 3 ‘ v
A0006 14,5 10 3,5
A0022 15 12 3 ‘ ‘
° 1
N
] = i
| e =
H +| Observe installation markings! -
il o U g
= L = = . =
§ 3 o 8 8
N - o
A #_ t_ (/\\l
£ I i T
~ ey
S s
! T
5 g - i =
Y 24 _|_ 24 |
© <
3
\
A
< ) S
‘ o L ﬂ L Q - ‘
)
| E
! ‘4 Centerl)
ﬂ ) FB/2 + 103
(FB > 900)

8/8

08.2019

SIEGENIA

H48.5100LS011_EN-02



