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ALU secondary sash locking side
Assembly instructions DG 

 
1-sash square turn

2-sash square turn / turn secondary sash

Aluminium eurogroove 15/20 

Chamber dimension 21

 

Size range
min. max.

Sash width primary sash (FB 1) (mm) ...1) 1000 2)

Sash width secondary sash (FB 2) (mm) ...1) 1000 2)

Sash height (mm) 500 2000

For fitting programmes: 
ALU 2200, ALU 5100, ALU 5200, ALU axxent PLUS

The size ranges and diagrams for the relevant fitting 
programmes are applicable!

Can be combined with locking sides:  
VS ALU-DG, VS ALU-DS, VS ALU-DS/A, VS ALU-DS/K

1) Dependent on system 
2) Observe the aspect ratio of the sash width (FB) to the sash height (FH) of ≤ 1.5!
 
The following documentation is required: 
-profile recommendation ALU20 				   Document Nr. H45.ALUS001_EN 
-assembly instructions ALU D 80				    Document Nr. H48.2200LS002_EN 
-assembly instructions ALU 2200-DK/D			   Document Nr. H48.2200LS003_EN 
-assembly instructions ALU 5100-D			   Document Nr. H48.5100LS005_EN
-assembly instructions ALU 5200-D BD 3,5 			   Document Nr. H48.5200LS005_EN 
-assembly instructions ALU 5200-D BD 5			   Document Nr. H48.5200LS010_EN 
-assembly instructions ALU axxent PLUS-D			   Document Nr. H48.axntLS018_EN 
-assembly instructions VS ALU-DS			   Document Nr. H48.VSLS004_EN 
-assembly instructions VS ALU A0006 DS/K			   Document Nr. H48.VSLS009_EN 
 
See page 6 for further information. 
Please observe:
guidelines/notes on the product and on liability (VHBH directive as well as the further applicable documents)! 
Specifications from the profile manufacturers or system owners for windows and patio doors! 

See SIEGENIA download portal for all documentation!
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ALU VS Hardware overview
2-sash square turn / turn secondary sash  
ALU locking sideDG
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Torque and tooling information

 Items  Nm (± 0.25)

554, 555 1.5       2.5

908 2.5       4

For further information and explanations see pages 3.

Can be combined with the
fitting programmes:

- ALU D
- ALU 2200
- ALU 5100
- ALU 5200
- ALU axxent PLUS 

Also in combination with 
locking sides: 

- VS ALU DS
- VS ALU DS/A/K A0006 
- VS ALU DS/A A0026 
 
For dimensions see valid
assembly instructions.

Can be combined with the
fitting programmes:

- ALU D
- ALU 2200
- ALU 5100
- ALU 5200
- ALU axxent PLUS 

Secondary sash Primary sash
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Hardware list, installation information
2-sash square turn / turn secondary sash 

ALU locking side

ALU VS
DG

Item Pieces Material description Material number VE Material number VE

141 1 Handle Si-line ALU DG See handle overview in SIEGENIA download portal

Pr
im

ar
y 

sa
sh

1 VS ALU-DG 826 133 1 219 706 20

513 1 Run-up block RAL7001
554 1 Striker DS RH 
555 1 Striker DS LH
556 2 Pressure piece
591 2 Deadbolt
592 2 Catch ALU

505 0...1 Striker FH > 1200 mm 859 322 1 - -

Se
co

nd
ar

y 
sa

sh

0...1 VS ALU-DG 826 133 1 219 706 20

513 1 Run-up block RAL7001
554 1 Striker DS RH 
555 1 Striker DS LH
556 2 Pressure piece
591 2 Deadbolt
592 2 Catch ALU

0...1

VS ALU-DS

See relevant assembly 
instructions 

See relevant assembly 
instructions 

VS ALU-DS/A DN A0004
VS ALU-DS/K A0006
VS ALU-DS/A DN A0006
VS ALU-DS/A DN A0026

Assembly instructions 

Preparation A Make punch out for Si-line ALU-DG handle (item 141).

B Open the operating rod guide groove.

C Prepare operating rods S1 - S2 according to specifications on page 2.

Sash D Insert operating rods S1 and S2 with deadbolt (item 591) and catch (item 
592) at the VSU and VSO.

E Screw on handle Si-line ALU-DG (item 141) using cheese head screws M5 x 
12 (item 908)  (torque 2.5 ± 0.25 Nm, SW 4).

F Mount run-up block (Pos.513).

Frame G Position striker DS RH/LH (item 554/555) according to information on page 
2 and clamp firmly with the grub screws  
(torque 1.5 ± 0.25 Nm, SW 2.5). 

H Insert pressure pieces (item 556) according to information on page 2. 
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ALU VS Secondary sash profiles
2-sash square turn / turn secondary sash  
ALU locking sideDG
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Installation information, adjustments
2-sash square turn / turn secondary sash  

ALU locking side

ALU VS
DG
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Pressure increase for secondary sash:   
 
adjustment by means of pressure piece (item 556) in 
striker DS RH/LH (item 554/555) approx. + 1.0 mm.                  

VSU/VSO adjustments

Installation information handle Si-line ALU DG

Turning sash RH

Turning sash LH
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ALU VS Additional information
2-sash square turn/turn secondary sash 
ALU locking sidesDG

ALU maintenance instructions  
see Document Nr.: H49.ALUS001_EN

ALU service instructions  
see Document Nr.: H47.ALUS001_EN

Profile recommendation ALU 20  
see Document Nr.: H45.ALUS001_EN


