ALU secondary sash locking sides
Assembly instructions A0006/A0026 FBS-G

7] ==

2-sash square turn / turn and tilt

Aluminium eurogroove 15/20
Chamber dimension 21
For anti-mishandling device (primary sash) at handle position (FBS-G)
version AO006/A0026 with secondary sash gear: DS/A
Version A0O006/A0026 with secondary sash shoot bolt: DS/K
For vertical tilt point (KPS)/horizontal tilt point (KPW)

Size range
min. max.
Sash width primary sash (FB 1) (mm) .”1) 1250
Sash width secondary sash (FB 2) (mm) s 1250
Sash height (mm) 830/810 2) 2400
For fitting programmes: The size ranges and diagrams for the relevant fitting
ALU 2200, ALU 5100, ALU 5200, ALU axxent PLUS programmes are applicable!
1) hardware-dependent 2) for version DS/A (secondary sash gear)
The following documentation is required:
-profile recommendation ALU20 Document Nr. H45.ALUSO01_EN
-assembly instructions ALU 2200-DK/D* Document Nr. H48.2200LS003_EN
-assembly instructions ALU 5100-DK FBS-G Document Nr. H48.5100LSO002_EN
-assembly instructions ALU 5100-D* Document Nr. H48.5100LS005_EN
-assembly instructions ALU 5200-DK FBS-G BD 3.5 Document Nr. H48.5200LS002_EN
-assembly instructions ALU 5200-D BD 3.5* Document Nr. H48.5200LSO05_EN
-assembly instructions ALU 5200-DK FBS-G BD 5 Document Nr. H48.5200LS013_EN
-assembly instructions ALU 5200-D BD 5* Document Nr. H48.5200LSO10_EN
-assembly instructions ALU axxent PLUS-DK FBS-G Document Nr. H48.axntLSO08_EN
-assembly instructions ALU axxent PLUS-D* Document Nr. H48.axntLSO18_EN

see page 6 for further information 6.
* use with hinge side ,,D“ only in secondary sash!

Please observe:

guidelines/notes on the product and on liability (VHBH directive as well as the further applicable documents)!
Specifications from the profile manufacturers or system owners for windows and patio doors!

See SIEGENIA download portal for all documentation!
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ALU VS Hardware overview =

2-sash square turn/turn and tilt I ’-Eg
A0006/A0026 Locking sides ALU for FBS-G
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< > Torque and tooling information
Items Nm ( 0.25)
Figures show version AOO6 (A.1). 505,509, 510, 514,
lllustration for AO026 (A.2) accordingly. 517,518, 554, 555, 15 O 25
560
For further information and explanations see pages 3 - 5!
908 2.5 () 4
904, 907 2.7 & P22
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Hardware list

1l ALU VS
_EE : 2-sash square turn/turn and tilt
= Locking sides ALU for FBS-G A0006/A0026
Item Pieces Material description Material number ‘ VE ‘ Material number ‘ VE
h.l1 100 ALU Si-line handle Only use in combination with N
. . See handle overview in download portal
h.2 noillus. ALU Globe handle coupling set
R3|noils. * TN pandl Only use in combination with only use n combinanon with goar st
h.4 106 ALU Globe RR handle gear set See handle ALU Globe RR in download portal
0...1 | VS ALU-DK FBS-G KPS (for FBS at handle position) MMVS0250-10001 _ 1 MMVS0250-10003_ | 20
noillus.. 0..1 | Lockingbolt DK omitted for ALU axxent PLUS
502 1 Clamping piece EUL
503 1 VSO corner drive
505 1 Striker
507 1 Tiltlock 10 mm
509 1 E striker cam 10
510 1 Tilt locking part
513 1 Run-up block
0...1 VS ALU-DK FBS-G KPW (for FBS on handle position) MMVS0470-10001_ 1 MMVS0470-10003_ 20
noillus.. 0..1 | Lockingbolt DK omitted for ALU axxent PLUS
502 2 Clamping piece EUL
E 503 1 VSO corner drive
g 505 2 Striker
£ 515 1 | CornerdriveVsu
= 517 1 Run-up block
518 1 Tilt locking part
519 1 | Tiltlock DK
0...1 | VS ALU-TBT FBS-G KPW (for FBS on handle position) MMVS0480-10001 _ 1 MMVS0480-10003_ | 20
noillus.| 0..1 | TBTlocking bolt omitted for ALU axxent PLUS
502 2 Clamping piece EUL
503 1 VSO corner drive
505 2 Striker
506 1 Striker EUL
515 1 Corner drive VSU
516 1 Tilt lock
517 1 Run-up block
518 1 Tilt locking part
0..1 | vSALU-DS/K A0006 1) FH>830 860 830 1 249 338 20
513 1 Run-up block RAL 7001
514 1 Run up block TBT RAL 9005
554 1 Striker DS RH
® 555 1 Striker DS LH
556 2 Pressure piece
557 2 ALU shoot bolt
560 2 Clamping piece
561 2 Locking element RAL9011 I\?ssli:'ja(l:)a;l;]%ndagz?’sc;ptionaIIy on
0..1 VSALU-DS/A DN A0006 FH>810 860 823 1 249321 20
513 1 Run-up block RAL 7001
514 1 Run up block TBT RAL 9005
554 1 Striker DS RH
555 1 Striker DS LH
556 2 Pressure piece
557 2 ALU shoot bolt
559 1 Stop RAL9011
571 1 Secondary sash gear
1) can also be used for version A0026 (A.2)
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Versions, use VS

ALU VS 1K
A0006/A0026 2-sash square turn/turn and tilt ;
Locking sides ALU for FBS-G =
Item Pieces Material description Material number VE Material number VE
0...1 VSALU-DS/A DN A0026 FH =810 864 425 1 252192 20
513 1 Run-up block RAL 7001
514 1 Run up block TBT RAL 9005
554 1 Striker DS RH
A2] 555 1 Striker DS LH
556 2 Pressure piece
557 2 ALU shoot bolt
558 1 Secondary sash gear A0026
559 1 Stop RAL9011
0.1 Couplingset ALUFBS Y>9<10mm \OnYuseincombinationwith MMKL0030-10001_ 1 | MMKLO0030-10003_ = 20
h.1/h.2 (see page 4 for note on
h.1 . rebate height (USH) and for
: (with FBS on gear) Y 210mm dimension Y) MMKL0010-10001_ 1 MMKL0010-10003_ 20
h.2 601 1 ALU coupling bracket
603 1 Anti-mishandling device
908 2 Cheese head screw M5 x 12
Only use in combination with
0...1 | Gearset ALU FBS h.3/h.4 (see document Nr. H48. MMGI0080-10001_ 1 MMGI0080-10003_ 20
h.3 ZubhLS005¢n)
ha 621 1 ESG M6 FBS
: 904 2 Countersunk screw M5 x 35
907 2 Coupling screw M6
Design versions for coupling set
(item 601-603-908) (h.1/h.2)
USH v Material nr.
(mm) (mm)
‘ 7-10 >9<10 MMKLO030-10001_
‘ >10 MMKL0010-10001_

Use of secondary sash locking sides (see page 5)

Version AO006

Version A0026
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alE Sash dimensions, adjustments ALU VS
—Eg @ ﬂ 2-sash square turn/turn and tilt
= locking sides ALU for FBS-G A0006/A0026

FB2 = Sash width secondary sash FB1 = Sash width primary sash
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Adjustment by means of pressure piece (item 556) in
striker DS RH/LH (item 554/555) approx. + 1.0 mm.

‘1 A-'If
—_— 554/555
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ALU VS Additional information

2-sash square turn/turn and tilt
A0006/A0026 locking sides ALU for FBS-G

Profile recommendation ALU 20 ALU axxent PLUS-D/DS assembly instructions
see Document Nr.: H45.ALUS001_EN see Document Nr.: H39.axntLS002_EN
PROFILVORSCHLAG ALU20 SIEGENIA MONTAGEANLEITUNG SIEGENIA

brings spaces to life brings spaces to life

i
nt PLUS-D/DS

ALU maintenance instructions ALU service instructions
see Document Nr.: H49.ALUS001_EN see Document Nr.: H47.ALUSO01_EN
WARTUNGSANLEITUNG SIEGENIA PFLEGEANLEITUNG SIEGENIA

brings spaces ta life brings spaces ta lilfe

PAlageanleitung:
ALU axxant PLUS, ALU 2200, ALU 5100, ALU 5200, ALU-DK/-TBT200, ALU-D300,
ALU-RBY-SF

Wartungsanleitung:
ALU sxxent PLUS, ALU 2200, ALU 5100, ALU 5200, ALU-DK/-TBT200, ALU-D300,
ALU-RB/-SF
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