
Please wait... 
  
If this message is not eventually replaced by the proper contents of the document, your PDF 
viewer may not be able to display this type of document. 
  
You can upgrade to the latest version of Adobe Reader for Windows®, Mac, or Linux® by 
visiting  http://www.adobe.com/go/reader_download. 
  
For more assistance with Adobe Reader visit  http://www.adobe.com/go/acrreader. 
  
Windows is either a registered trademark or a trademark of Microsoft Corporation in the United States and/or other countries. Mac is a trademark 
of Apple Inc., registered in the United States and other countries. Linux is the registered trademark of Linus Torvalds in the U.S. and other 
countries.


Vorabversion
 
..\..\Grafiken2.0\flag-nl1.png
..\..\Grafiken2.0\flag-d.png
..\..\Grafiken2.0\flag-gb.png
..\..\Grafiken2.0\flag-fr.png
..\..\Grafiken2.0\flag-it.png
..\..\Grafiken2.0\flag-es.png
..\..\Grafiken2.0\flag-pl.png
..\..\Grafiken2.0\flag-lt.png
..\..\Grafiken2.0\flag-lv.png
..\..\Grafiken2.0\flag-cz.png
..\..\Grafiken2.0\flag-ch.png
Bitte unbedingt Ausfüllen
Die Bestellmöglichkeit per PDF Formular läuft für Kunden aus Deutschland und Österreich
zum 30.09.2019 aus.  Bitte bestellen Sie die COMFORT UNIT HS zukünftig über unseren Onlineshop. 
Weitere Informationen finden Sie unter :
https://professional-shop.siegenia.com
Typ der Armierung
Festflügelelement
Versatz PLUS
Versatz MINUS
Aussen
Innen
Wird nur bei Systemausführung 1.0 benötigt!
Beispiel IV68
Versatz PLUS
B171-S96
PLUS 5 mm
PLUS 5 mm
Versatz MINUS
Beispiel IV78
Versatz PLUS
B182-S106
MITTIG
MITTIG
Versatz MINUS
Beispiel IV92
Versatz PLUS
B203-S117
PLUS 5 mm
MITTIG
Versatz MINUS
HH0130-02
KH0130-01
SC001
HH0130-04 SC
HH0130-03 SC
SC002
Gewicht- und Maßangaben
Alle Maße in mm angeben!
Die minimalen und maximalen Rahmenaußenmaße richten sich nach der Anschlaganleitung des angegebenen Profils.
kg
maximale Rahmenaußenbreite
Schema A  Schema C, G2, G3, 0
symmetrisch asymmetrisch
max.   6.830 mm max. 10.000 mm max. 10.000 mm
FBF
Abweichende Maßangabe - Außenkante Rahmen
Festflügel 1 =
Immer der linke Flügel bei Ansicht von Innen!
FBF
Maßangabe - Symmetrie zu Rahmenaußenkante
Sky und Sky Plus
Nur Ausfüllen bei System Sky / SkyPlus
Die angezeigten Richtwerte dienen ausschließlich zur Orientierung. 
Alle Daten und Angaben sind vom Nutzer 
eigenverantwortlich zu überprüfen.
ECO PASS axxent
Ausführung Rost
Ausgleichschiene
             Trittschwelle
    Einbruchhemmung RC2 nur möglich bei 
Getriebeausführung
Dichtschiene C
Schema  
Riegelbolzen
Standard CE
A  
Riegelbolzen
Standard CE
C  
Riegelbolzen
Standard CE
G2  
Riegelbolzen
Standard CE
G3  
Schwenkhaken
Standard CE
A  
Anzahl Verschlusspunkte 
Die Anzahl der Verschlusspunkte wird in Abhängigkeit von Zusatzverriegelung und RC-Paket automatisch gewählt.
H44.HSHZK1071/07.2020/17
11.0.0.20130304.1.892750.null
SIEGENIA AUBI KG
Mehrsprachiges Bestellformular Formular COMFORT UNIT
De.La.
  COMFORT UNIT HS
material
Timber
Timber Aluminium
PVC
SKY axxent
HZ
HA
KF
AX
Order
Quantity
Customer Name
Contact
Street
Town / Postcode
Telefon
Fax
Area Manager responsible
Distributor
SIEGENIA customer number
Building projects / commissions
max. 18 characters per line
Delivery date
Place / Date / Your signature
Your contact at SIEGENIA
To be completed by the distributor
Distributor order number
Customer number - distributor
Details of the system
System
Profile variant
choose a system construction first . . .
Model of Threshold
Scheme
Scheme A
Scheme G2
Scheme G3
DIN Left
DIN Right
DIN-direction
Variant1 - without sealing bead
Variant2 - with sealing bead
Scheme C
More
Scheme K
Scheme 0
Less
system design
Adapter rail design
Running rail design
Guiding Rail
Standard guiding rail
SOFT CLOSE guiding rail
Dimension and weight specifications
All dimensions in mm!
The minimum and maximum frame dimensions comply with the assembly instructions of the specified profile.
Sash weight
Frame width - RAB
Offset left (VL)
Offset right (VR)
Frame height - RAH
Sash symmetry
symmetric
asymmetrical
J
N
Fixed sash width (FBF) 1
Fixed sash width (FBF) 2
Flügelbreite Schiebeflügel (SFL) 1
Flügelbreite Schiebeflügel (SFR) 2
Gear
Locking bolt
hook bolt
R
S
Profile cylinder
Design
Barrier-free system (Threshold, compensation rail)
Running rail height
Flat step plate
The flat threshold is a system component of the ECO PASS threshold!
If no flat step plate is used, the liability is not completely guaranteed!
Burglary resistance - (For locking bolt gearbox: only latch parts and drilling protection; for swivel hook gearbox: only drilling protection)
Burglary resistance RC2 package - (Complete RC2 package)
Additional lock
Bogie wheel unit type
Design of rear bogie wheels
Standard
Height-adjustable
SOFTCLOSE damper
0 pieces
1 piece
2 pieces (from FBF 1100mm)
0
1
2
per sliding sash
Separate attachment/adapter profile (fixed vertically to the fixed sash Festflügel)
Accessories
model of attachments parts
Colour attachments parts
light grey RAL7035
signal white RAL9003
jet black RAL9005
G
W
S
applies to basic carton, stop
Locking side with sealing rail B
Sealing rail C version
without sealing rail
with sealing rail C 28/48
Sealing Rail C Colour
light grey RAL7035
signal white RAL9003
jet black RAL9005
G
W
S
Weatherside profile
Sealing plate
Sash sealing
Seal colour
light grey RAL7035
jet black RAL9005
G
S
Top seal
Additional HS stop
Colour of Additional HS stop
light grey RAL7035
signal white RAL9003
jet black RAL9005
G
W
S
Adapter HS stop
Colour of adapter HS stop
light grey RAL7035
signal white RAL9003
jet black RAL9005
EV1 silver
G
W
S
24
Zusätzlicher Anschlag HS oben
Farbe Anschlagbock oben
lichtgrau RAL7035
signalweiß RAL9003
tiefschwarz RAL9005
G
W
S
Base profile
Base height (SH)
Special accessories
Extension profile
(Profile height 100 mm)
Handle
Note: Operating components in the stainless steel design cannot be combined with the other colour designs.
Handle type
Colour of operating components on the internal side
Colour of operating components on the external side
Send order informations
Send via email
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